
WESTERN HEMLOCK DOUGLAS FIR SAPELE MAHOGANY

Ovolo with 1 " Innerbond®  
Double Hip-Raised Panel (RP) Ovolo with ¾" Flat Panel (FP) Shaker with ¾" Flat Panel (FP) Ovolo SDL Construction Shaker SDL Construction

NOOTKA CYPRESS

Solid Two-Piece 
Mortised Rail
(Available in Western 
Hemlock, Douglas Fir, 
Sapele Mahogany or 
Nootka Cypress)

Solid Two-Piece 
Mortised Stile
(Available in Western 
Hemlock, Douglas Fir, 
Sapele Mahogany or 
Nootka Cypress)

Hardwood 
Tenon

Matching 
Face Pin

Solid Two-Piece 
Mortised Rail
(Available in Western 
Hemlock, Douglas Fir, 
Sapele Mahogany or 
Nootka Cypress)

Solid Two-Piece 
Mortised Stile
(Available in Western 
Hemlock, Douglas Fir, 
Sapele Mahogany or 
Nootka Cypress)

Grip Tenon

Standard Joinery

SIMPSONDOOR.COM     1.800.SIMPSON #SIMPSONDOOR

© 2022 Simpson Door Company. All trademarks property of Simpson unless otherwise noted. All rights reserved. Reorder #9562. April 2022

Nantucket Collection™
PRODUCT DATA SHEET

Scan for  
More Information

Unbeatable Construction

•	 Mortise-and-tenon joinery with face-driven pins
•	 Two-piece laminated stile-and-rail construction
•	 Divided lite doors made with SDL construction
•	 Design pressure ratings of DP50 (additional hardware 

may be required in some applications)

Wood Species Options

•	 Available in Western Hemlock, Douglas Fir, Sapele 
Mahogany and Nootka Cypress

•	 Hardwood tenon and matching species face pins

Design Options

•	 Thickness - 1-3/4” or 2-1/4”
•	 Sticking Profiles - Shaker or Ovolo
•	 Panel Options - 1-7/16” Innerbond® double hip-raised 

panel or 3/4” flat panel
•	 Nantucket Collection doors come standard with a face 

pin with an option for no face pin

Extended Warranty

•	 10-year warranty on all Nantucket Collection doors
•	 No building overhang required. Refer to “High Exposure” 

finishing recommendations for best performance.

Optional Joinery

Profile Options

Available Wood Species


